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ST EDE AR ERATNEN 110kV FHITHINEH 4 TEEINEHRBENE
EREE.

Jiangsu Shenma Electric Power Co,, Ltd. supplied 4 composite jacket oil-paper

capacitor transformer bushings for Zhangzhou 110kV Fengtian Substation.

HEBRINT
The supply list is as follows:
RIFRRE EERS fitaga
Application Equipment Transformer bushing type Quantity
RIVER BRFDLW-126/630-4 3
transformers BRFDLW-72.5/630-4 1

2020 £ 12 B , FHIFEIGH1 FEBMINGNEST | RIS FPERREENT , &£
SEEARE 117°37", 4b4 24°62" , IERMIKTET , F19MKE 1500mm , FHYHRATER
1500~2000 7\,

In December 2020, the Fengtian #2 transformer substation was put into
operation successfully. The station is located in fuzhou city, fujian province, China,
with the longitude and latitude of 117 ° 37 'east longitude and 24 ° 62 'north
latitude. The station has abundant rainfall, with an average annual precipitation of
1500mm and an average annual sunshine hours of 1500 ~ 2000 hours.

ESALE , ZHRESHIEHEBIXTEREENSITRSRY , THIRESH ;
SSEEINEBIH T RIELER.

the batch of composite jacket oil paper capacitor transformer bushings are
running in good condition, without any quality accidents; composite insulating

jacket has not carried out any targeted maintenance.
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Office Sealing : ectric Power Co., LTD. Zhangzhou power supply

company
HHA: 202535 20H
Date : March 20, 2025
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T ERDEDRHBERATNEMN 220kV £83rHEiLEH 8 XEAIMERKABEAX
[EE8E%. Jiangsu Shenma Electric Power Co., Ltd. supplied 8 composite jacket

oil-paper capacitor transformer bushings for Zhangzhou 220kV Jinhong

Substation.
HESERIT -
The supply list is as follows:
MRS EERS HHEgER
Application Equipment Transformer bushing type Quantity
BRFDLW-252/630-4 3
[ERE BRFDLW-126/630-4 1
transformers BRFDLW-126/1250-4 3
BRFDLW-72.5/1250-4 1

2022 £ 8 B , £16IsFRNL#] JEESAMIHINIGT , RGN TFHEEREEMND , &
SEEAIRE 117.61° , db45 24.50° , IEAMIKTET , FE19MKE 1500mm , SRR RRATE
1500~2000 /\BF. In August 2022, the Jinhong #1 transformer substation was put
into operation successfully. The station is located in fuzhou city, fujian province,
China, with the longitude and latitude of117.61°east longitude and 24.50°north
latitude. The station has abundant rainfall, with an average annual precipitation of
1500mm and an average annual sunshine hours of 1500 ~ 2000 hours.

SHIE | ZHOREEIERER AR EREENETNSRY , TEURESRR ;
Eﬁﬁ%ﬂ“’l‘ﬁmﬂiﬁfﬂﬂﬂ%ﬂiﬁ.ﬁiﬁ the batch of composite jacket oil paper
capacitor transformer bushings are running in good condition, without any quality
accidents; composite insulating jacket has not carried out any targeted

maintenance.
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ST DENRNEIRATN=HA 220kV EHITBIGIRH 8 TEA/IEHKBENE
JEERE®, Jiangsu Shenma Electric Power Co., Ltd. supplied 8 composite jacket

oil-paper capacitor transformer bushings for Sanming 220kV Yuhua Substation.

HEZERNT:
The supply list is as follows:

RZFRE EERE HEZ4E
Application Equipment Transformer bushing type Quantity

BRFDLW-252/630-4 3

W[ERR BRFDLW-126/630-4 1

transformers BRFDLW-126/1250-4 3

BRFDLW-72.5/1250-4 1

2022 5 6 B, FHIEIG#2 TESBMINRNEST, ST FEBRE=HHRHE
B, SSERREZ 117°26', dtsh 26°45', KT, Si9pKE 1800mm, Fi9H
ABATEL 1700 ~ 2000 /)\d, In June 2022, the Yuhua #2 transformer substation was put
into operation successfully. The station is located in Jiangle county, Sanming city,
Fujian province, China, with the longitude and latitude of 117°26'east longitude and
26°45'north latitude, The station has abundant rainfall, with an average annual
precipitation of 1800mm and an average annual sunshine hours of 1700 ~ 2000
hours.

ESALE, ZREEHNERREANEEREEETRERF, TEATRESH
SAHEINELFRHTIHTERIELP. the batch of composite jacket oil paper
capacitor transformer bushings are running in good condition, without any quality

accidents; composite insulating jacket has not carried out any targeted

maintenance. gepre—
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Office Sealing: State G\% A@ctﬂﬁower Co., LTD. Sanming power supply

company

HHA: 2025F3 821 H
Date: March 21, 2025
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ST DB DRNEIRAT =08 220kV IEMAIFEILIEM 8 TEAIMERERBENE
[ES8E%, Jiangsu Shenma Electric Power Co., Ltd. supplied 8 composite jacket

oil-paper capacitor transformer bushings for Sanming 220kV Zengtian Substation.

BRI
The supply list is as follows:

RIFR EERS s
Application Equipment Transformer bushing type Quantity

BRFDLW-252/630-4 3

TERSR BRFDLW-126/630-4 1

transformers BRFDLW-126/1250-4 2

BRFDLW-72.5/1250-4 1

2021 8 B, 1MAITERILH FESEMINRNEST, RS TPEBRE=HHAER
T, BSEAEREZE116°56', dté 25°33', ihppKkIsih, EigpE/KE 1800mm, Fi9H
ABR% 1700 ~ 2000 /1A, In August 2021, the Zengtian #1 transformer substation
was put into operation successfully. The station is located in Jiangle county,
Sanming city, Fujian province, China, with the longitude and latitude of 116°56east
longitude and 25°33'north latitude, The station has abundant rainfall, with an
average annual precipitation of 1800mm and an average annual sunshine hours of
1700 ~ 2000 hours.

ZSHLE, ZHREEHNERRBERNTEREEETIRERY, TEHIRESH,
SSBEINEBRBTIHIEH ML, the batch of composite jacket oil paper
capacitor transformer bushings are running in good condition, without any quality
accidents; composite insulating jacket has not carried out any targeted

maintenance.
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Office Sealing: State G\‘gﬁj gn ectry ower Co., LTD. Sanming power supply
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company

HHA: 2025FE3 B 21 H
Date: March 21, 2025
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I DN BRATHEIT 110kV RITELILRH 8 XES/INEHERETRE
[EREEE. Jiangsu Shenma Electric Power Co., Ltd. supplied 8 composite jacket

oil-paper capacitor transformer bushings for Jinjiang 110kV Neijiang Substation.

HESERNT:
The supply list is as follows:
MR EERE ftim
Application Equipment Transformer bushing type Quantity
I[ERR BRFDLW-126/630-4 6
transformers BRFDLW-72.5/630-4 2

2021510 B, PIT3EERIS#1, #2 TWERRAINIBNIEST, S FHEERZERMD
Bilth, S5ER%REZ 118°24', 1t4 24°30', IEEIGHARE 8km, AILSEHE. B
KX, YhASFIEKE 1400mm, SFHERAIEL 2130 /.

In October 2021, transformers #1 and #2 of Neijiang Substation were put into
operation successfully. The station is located in Jinjiang City, Quanzhou City, Fujian
Province, China, with longitude and latitude of 118°24 'East and 24°30' north, less
than 8km away from the sea. It is an offshore area with high salt spray and strong
typhoons, with an average annual precipitation of 1400mm and average annual
sunshine hours of 2130 hours.

ESALE, ARSI ERBEBFANEEREEIETRESRYF, TEURESH
SAHEINEOR TR LR,

the batch of composite jacket oil paper capacitor transformer bushings are
running in good condition, without any quality accidents; composite insulating

jacket has not carried out any targeted maintenance.
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f‘fﬁc, <Si=.a_| - State grid Fujian Electric power Co., LTD Jinjiang City power supply
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company
HHR: 202543 825H
Date: March 25, 2025
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